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1. Introduction

This document describes install and setup the TCPthodule under
MS Windows XP SP2.

1.1 System requirements

There are minimum hardware and software requiresngnyour computer that must be
satisfied to ensure that the software functionpery. These are:

* PC with network card,

* MS Windows XP operating system with service pack Bigher,

» MAG X1 Software or other

* MAG X1 flowmeter with TCP/IP module.



2. Installation

2.1 Installation of Devicelnstaller

Latest version of Devicelnstaller:
http://ltxfaqg.custhelp.com/cqi-bin/ltxfag.cfg/phptuser/std adp.php?p faqid=644

i& Lantronix Devicelnstaller 4.1.0.14 E”E|E|

Welcome to the Lantronix Devicelnstaller 4.1.0.14
Setup Wizard

The installer will guide you through the steps required to install Lantronis Devicelnstaller 4.1.0.14 on
WaLr cornpuber.

WARMIMG: This computer pragram is protected by copyright law and international treaties.
IInauthaorized duplication or distribution of this program, or any partion of it, may result in zevere civil
ar criminal penalties, and will be prosecuted to the maximum extent pozsible under the law.

Cancel

Fig. 1. Proceed with Next



i@ Lantronix Devicelnstaller 4.1.0.14

Select Installation Folder

The inztaller will install Lantronis Devicelnstaller 4.1.0.14 to the following folder.

Toinztall in thiz folder, click "Mext”. Toinzstall tooa different folder, enter it below or click "Browse"',

Folder:

C:“Program Filez\Lantranix\Devicelnstaller [ Browse. .

[ Disk Cost..

[nztall Lantranix Devicelnstaller 4.7.0.14 far paurself, or for anyone wha uzes this computer:

() Evervone
) Just me

i@ Lantronix Devicelnstaller 4.1.0.14

Confirm Installation

The inzstaller iz ready to install Lantronix Devicelnstaller 4.1.0.74 on vour computer.

Clizk, "Mest'! to start the ingtallation.

[ Cancel ] [ < Back ] [ Meut »

Fig. 3: Start the installation with Next button



i@ Lantronix Devicelnstaller 4.1.0.14

Installation Complete

Lantronix Devicelnstaller 4.1.0.14 has been successtully inztalled.

Click, "Cloze" to exit,

Pleaze uze \Windows Update to check far any critical updates to the WET Framewark:.

im

Fig. 4. After complete installation click on Clolsetton



2.2 Setup IP address of TCP/IP

Attach network cable to TCP/IP module. Connect MAGflowmeter with TCP/IP module
to the power line — see User Guide for detailedrimftions.. Run Lantronix Devicelnstaller.

3

#& Lantronix Devicelnstaller 4.1.0.14 |:|E

File Edit Wew Device Tools Help

»Fea

Search  #Assign IP Upgrade

=l % Lantronix Devices - 1 device(z] Device Detailz Iweb Configuration " Telnet Configuration |
= QE Fripojeni k miztni =it [192.168.2.10)
=60 HPart e
[=J g #Port-03 - firrmweare w6.5.0.7 = il =
52 16325458132 il 2EE =
M ame =
Group Ly
Comments
Device Family #Port
Tupe #Part-03
D xR
Hardware Address 00-20-44-32-41-FB
Firrnweare Version E.50 ¥
“ Feady
Fig. 5: You can change the IP address click onAksign IP icon
N Assign IP Address r‘X|

Assignment Method

would wou like to specify the IP address or should the unit get its
settings from a server ouk on the netwaork?

(%1 Obtain an IP address sutomatically

() Assign a specific IP address

| TCPP Tutorial

< Back [ Mext = l[ Cancel ]

Fig. 6: You can choose automatically or specifiaRiress Assign and click on Next button



IP Discovery Settings

Wehat protocols should the device use to discover its IP address From
the network?

DHCP
BOOTP
RARP
Auko-IF Clear Gateway

It is recommended that the "Auko-IP" Check Box be checked if the
"DHCP" Check Box is checked,

It is also recommended that the "Clear Gateway" Check Box be
checked if the "Auto-IP" Check Box is checked.

IF DHCP Fails or is not enabled, the device needs to revert bo Auko-
IP. If Auto-IP is not set, then DeviceInstaller will not be able to
detect the device, Also, if Aukto-IP is set and the gateway is set,
DeviceInstaller will nok be able to detect the device,

[ < Back ][ PMext = ][ Cancel ]

X

Fig. 7: For Obtain an IP address automatically apti

N Assign IP Address

Assignment

lick the - Assign bukton to complete the IP address assignment,

[ Assign

X

Fig. 8: Click on Assign button




N Assign IP Address

Assignment

lick the - Assign bukton to complete the IP address assignment,

The Device was set to obtain an IP address automatically, This maw take
some kime, The Status of the device may be busy or unreachable until
the backaround task finds the device.

Progress of bask:

T T T

Completed successfully,

Fig. 9: For completion installation click on Finidsutton

2 | antronix Devicelnstaller 4.1.0.14

File Edit Wiew Device Tools Help

P e

Search  Assign IP Upgrade

= % Lantroniz Devices - 1 device(s] Device Details | ‘wehb Configuration || Telnet Canfiguration |
= ‘EE Pripajeni k miztni 2iti [192.168.2.10)
ElD #Part e
o M Property Yalue A
Marme =
Group =
Comments
Device Family #Port
Type #Port-03
] =h
Hardware Address 00-20-44-92-41-FB
Firrnwaare ‘Werzion .50 i)
ﬁ Ready

Fig. 10: Now TCP/IP module has new IP address (162.2.14 for this example)



2.3 Installation of Lantronix CPR

Latest version of the Lantronix CPR (Com Port Rectior):
http://ltxfaq.custhelp.com/cqi-bin/ltxfag.cfa/phptbuser/std adp.php?p faqid=928

Fig. 11: Choose Folder for unpack installation §ilend click on Next button

Fig. 12: Proceed with Next button



Fig. 13: Choose Folder for program and proceed viiigxt button

Fig. 14: Click on Next button to start the instaidan



Fig. 15: After complete installation click on Clogetton



2.4 Setup virtual COM port with CPR manager program

Run CPR Manager.

Fig. 16: Click on Search for Device icon (magnityiglass)



Fig. 17: Found the new Com Port (Com 8 for thisragée)



Fig. 18: Click on this new Com and setup Host a@dPPort (may be used later), then click
on the Save Settings icon



Fig. 19: Click on Continue Anyway button and setufinished



3. Starting the program

After all the virtual COM ports of TCP/IP interfabas been successfully installed and
you can start using it with MAG X1 software.

An example of setting the virtual communicationtpsee following picture.

Fig. 20: Setup correct Com port (Com 8 for this ragde)



