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FIRST INSTALLATION

1 SENSOR IRRIGATION

Before first installation
irrigate the sensor for
24 hours. i

Soak the sensor liner
before installation

Irrigation of the sensor
under operational conditions
with a wetted full pipe

Nuts and bolts
must be tightened
correctly

Installation methods

3 GROUNDING
a) PLASTIC PIPE (Grounding with earthing rings)

Ensure continuity

Washers must be
used for earthing ring
installations

of earth between sensor,
ring, pipe and liquid

You must use a conductor
with a minimum
cross-section

of 1,5 mm

of Copper wire for all
grounding.
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Remember to earth
the cable
Grounding of

the neck

Nuts and bolts must

Earthing rings must be
i i used for plastic pipe
spanner. Finger tight installation
has no effect

be tightened using a

b) CONDUCTIE PIPE (Grounding without earthing rings)

Contact point must be
properly cleaned from rust,
paint, etc.

See also the installation/operational manual. o
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BATTERY CONNECTION
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1 Connect the new battery pack 2 Un-plug the old battery pack,
to the second connector (without remove it, reinstall new battery

losing data). pack.

5 CONNECTION OF SENSOR TO THE MOTHERBOARD

Remote and Compact version

3 Activate in USER menu Battery
Change (see chapter 9.3)

Plug the connecttions
into the transmitter
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Plug the connecttions
into the transmitter
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6 CABLE CONNECTION

Connection of antenna Connection to PC

Unscrew the left
blind port

Screw the antenna

and connect
antenna to motherboard

Unscrew the blind port

All connection must
be properly tightened

Connect the cable to transmitter
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