Ball Flow indicator

Ball flow indicator is ideal for you to visually
check the flow, presence, colour and condition

of a liquid, gas or condensate

Mechanical Flow Indicator for liquids, gases, oils or aggressive metering subs-
tances. The liquid enters a valve housing and lifts the ball from the valve seat

placed in glass dome.

The white PTFE ball rises when flow starts and is clearly visible from distances.
Suitable for applications where a constant flow is required, such a cooling lines
or for showing the presence of condensate in steam return lines. It also detects
changes in colour and condition of liquids during processing.

Excellent chemical resistance, due to the materials of construction. It operates
over a wide flow range. Unrivalled flow and pressure drop performance, and no

routine maintenance needed.

Features

Pressure: up to 16 bar
Temperature: up to 200°C

Sizes: 8 to 40mm

Material: Stainless steel
Connections: BSP,NPT

CE marked and fully PED compliant

Mounting position

Horizontal lines
Right position
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Dimensions and weight

Bore size Weight Length “A” Width “B” Height “C”

(mm) (kg) (mm) (mm) (mm)
8 0,72 76 60 81
10 0,70 76 60 81
15 0.65 76 60 81
20 1.35 89 60 100
25 1.25 89 60 100
40 250 118 70 126
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Specifications are subject to change without notice.
Product images are for illustrative purposes only.
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Novackova 11, 614 00 Brno, Czech Republic

Tel. +420 543 214 822, Tel./Fax +420 543 215 249
Enquiries/ Orders/ General questions: office@arkon.co.uk
Marketing support/ Brochures: marketing@arkon.co.uk
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