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1 INTRODUCTION

This document describes install and setup the TCP/IP module under MS Windows XP SP2.

1.1 System requirements

There are minimum hardware and software requirements of your computer that must be satisfied to
ensure that the software functions properly. These are:

PC with network card

MS Windows XP operating system with service pack 2 or higher
MAGX2 Software or other

MAGX2 flowmeter with TCP/IP module.
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2 INSTALLATION

2.1 Installation of Devicelnstaller

Latest version of Devicelnstaller:
http://ltxfag.custhelp.com/cgi-bin/ltxfag.cfg/php/enduser/std _adp.php?p_ fagid=644

i'e!:'* Lantronix Devicelnstaller 4.1.0.14

Welcome to the Lantronix Devicelnstaller 4.1.0.14
Setup Wizard

The ingtaller will guide vau through the steps required toingtall Lantronis Devicelnstaller 4.1.014 on
yaur computer.

WARMIMG: This computer program is protected by copyright law and international treaties.
Ilnauthonzed duplication or distnbution of thiz program, or any portion of it, may result in severe civil
or criminal penalties, and will be prozecuted to the magimunm extent pozsible under the law.

Cancel

Fig. 1: Proceed with Next
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i@ Lantronix Devicelnstaller 4.1.0.14

Select Installation Folder

The installer will install Lantroniz Devicelnstaller 4.1.0.14 to the following folder.

Toinztall in this folder, click "Mext”. Taoinstall to a different folder, enter it below or click "Browse"'.

Enlder:

C:\Program Filez\Lantronix\Devicelnstaller, [ Browse. .. ]

[ Disk Cost... ]

Inztall Lantronix Devicelnstaller 4.7.0.74 far vourzelf, or far anvane who uzses this computer:

() Evervone
i) Just me

Fig. 2: Choose Folder and proceed with Next button

i'-:!:'* Lantronix Devicelnstaller 4.1.0.14

Confirm Installation

The ingtaller iz ready to inztall Lantronix Devicelnstaller 4.7.0.74 on your compter.

Chick "Mest'" ta start the installation.

Cancel ] [ < Back ] | Mext =

Fig. 3: Start the installation with Next button
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i@ Lantronix Devicelnstaller 4.1.0.14

Installation Complete

Lantronix Devicelnstaller 4.1.0.14 has been successiully installed.

Click "Cloze" o exit.

Pleaze uze Windows Update ta check far any critical updates ta the WET Framewark.

Fig. 4: After complete installation click on Close button
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2.2 Setup IP address of TCP/IP

Attach network cable to TCP/IP module. Connect MAGX2 flowmeter with TCP/IP module to the power
line — see User Guide for detailed informations.. Run Lantronix Devicelnstaller.

2 | antronix Devicelnstaller 4.1.0.14

File Edit Mjew Dewice Tools Help
Search  #ssign IP Upgrade
= Lantronix Devices - 1 device(z] Device Detailz |Web Configuration || Telnet I:anigu[atignl
E“ETQ Fripojeni k miztni giti [192.168.2.10) ,
=80 HPart e
=g #=Part-03 - firrare v6.5.0.7 = val =
i 16325458132 foperty ale =
Marme
Group L
Comments
Device Family HPort
Type #Port-03
D xR
Hardware Address 00-20-44-32-41-FB
Firrnwsare Yersion E.50 »
ﬁ Feady

Fig. 5: You can change the IP address click on the Assign IP icon
™ Assign IP Address X
o L Assignment Method

Waould wou like to specify the IP address or should the unit get its
settings from a server out on the network?

(%) obtain an IP address automatically

() Assign a specific IP address

| TePfIP Tutorial

= Back. [ Mexxk = J[ Cancel ]

Fig. 6: You can choose automatically or specific IP address Assign and click on Next button
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IP Discovery Settings

What protocols should the device use ko discover its IP address From
the network?

DHCP
BOOTR
RARP

Auko-IP Clear Gateway

It is recommended that the "Auko-IP" Check Box be checked if the
"DHCP" Check Box is checked,

Itis also recommended that the "Clear Gateway" Check Box be
checked if the "auto-IP" Check Box is checked,

IF DHCP Fails or is not enabled, the device needs to revert bo Auto-
IP. If Auto-IP is nok set, then DeviceInstaller will not be able to
detect the device, also, if Auko-IP is set and the gateway is set,
DeviceInstaller will nok be able to detect the device,

[ < Back ]L Mext = J[ Cancel

Fig. 7: For Obtain an IP address automatically option

& Assign IP Address

Assignment

Click the Assign butkon ko complete the IP address assignment,

[ Assign

Fig. 8: Click on Assign button
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Assignment

Click the Assign button to complete the IP address assignment.,

The Device was sek to obtain an IP address automatically, This may kake
some ktime, The Status of the device may be busy or unreachable unkil
the backaround kask Finds the device.

Progress of bask:

’IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIi

Completed successfully,

Fig. 9: For completion installation click on Finish button

2 | antronix Devicelnstaller 4.1.0.14

File Edit Yew Device Tools Help

- eq

Search  Assign IP Upgrade

= Lantronix Devices - 1 device|s) Device Details | \wWeb Configuration || Telhet I:l:nnfiguraticnn|
Elg% Pripajeni k miztni it [192.168.2.10) ,
EID HPort e
i HPort03 - i EH07
= @ = il Property Walue =
Mame =
Group -
Comments
Device Family #Part
Type #Port-03
D xh
Hardware Address 00-20-44-92-41-FB
Firrware Version E.50 »
ﬁ Ready

Fig. 10: Now TCP/IP module has new IP address (192.168.2.14 for this example)
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3 COMMUNICATION PARAMETERS SETTINGS

3.1 Open the TCP/IP module settings

- Open your web browser and write the new assigned IP address to the web site address.

- Do not enter User Name and Password and click on button OK.

-
@ Mozilla Firefox RN —

File Edit View History Bookmarks Toc
@ C X & (Lfnpino2ies2is | 77 -| [¥W- Google P ‘
**% http://192.168.2.14/ [~
o A
' Authentication Required M
gi Enter username and password for http://192.168.2.14
s 4
User Name:
Password:
| ok || cancel |
I —
Waiting for 192.168.2.14...

Fig. 11: Login to the TCP/IP module settings

MAGX2 TCP/IP Module Installation

V1.1 2021-06-30



3.2 Serial port settings

- Click on Serial Settings and set up the Port Settings

- Set up the Protocol to RS232, Flow Control to None, Baud Rate to 19200, Data Bits to 8,
Parity to None and Stop Bits to 1.

- Click on OK button and than click on Apply Settings for save the settings.

)

File Edit View History Bookmarks Tools Help

s | http://192.168.2 14/secure/lt_conf.htm - ',-:, - Google pel
| ¥ C X &y ([ mp g g
|| Lantronix XPort Device Server [ [+

LANTRONIX' o
MAC Address: 00-20-4A_-CC-8B-61 I
@

Serial Settings

Hetwork Channel 1
| | Disable Serial Port

Port Settings
Protocol: RS232 - Flow Control: None -
Connet Baud Rate: 19200 ~ DataBits: § - Parity. Mone Stop Bits: 1 =

Email

Pack Control

_ Enable Packing

Configurable Pins Idle Gap Time:
Apply Settings Match 2 Byte Sequence:  Yes @ No Send Frame Immediate: ~ yes @ No

Apply Defaults |
Match Bytes: ? 0 Send Trailing Bytes: @ None © One  Two
ex

Flush Mode |
Flush Input Buffer Flush Output Buffer
With Active Connect () Yes @ No With Active Connect () yes @ No ||
With Passive Connect ) Yes @ Mo With Passive Connect ) Yes @ Na
At Time of Disconnect. () yes @ MNp AtTime of Disconnect. ) yes @ No

1
http://192.168.2.14/secure/senal.htm i J

Fig. 11: Serial port settings
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3.3 TCP/IP connection settings

- This setting is not necessary for right connection via MAGX2 SW.
- You can change the TCP/IP communication Local Port if you need.
- The default TCP/IP communication Local Port is 10001.

- Click on OK button and than click on Apply Settings for save the settings.

(@ Lantrenix xmm £5

Eile Edit Wiew History Bookmarks Tools Help

@rv C X N I;:|_| http://192.168.2 14/secure/lb_conf.htm vr | M- Google P|

LANTRONIX T
MAC Address: 00-20-4A-CC-8B-61
4t

Connection Settings

=

Network
== Channel 1

Connect Protocol
Protocol: TCP -

Connect Mode
Passive Connection: Active Connection:
AcceptIncoming: Yes - Active Connect: MNone -
Password - )
. @ @ Start Character: 0 in Hex
Configurable Pins Required: - Yes '@ Mo ( )
ettings Password: : Modem Mode: MNone -
Apply Defaults Modem Escape Sequence Pass & ) Show IP Address After B P
Through: @ Yes () MNo RING: @ Yes (O No
Endpoint Configuration:
Local Port: 10001 Auto increment for active connect
Remote Port: 0 Remote Host 0.0.0.0
Common Options:
Telnet Com Port Cntrl:  Disable - Connect Response: None -
) ] Use _ — (Tora
Terminal Mame: Hostlist — Yes @ HNo LED: Blink -
Disconnect Mode
On Mdm_Ctrl_In Drop: ) Yes @ Nao Hard Disconnect. @ yes () No
Check EOT(Ctrl-D). ) yes @ o Inactivity Timeout: 0 0 (mins : secs)

Waiting for 192.168.2.14...

Fig. 12: TCP/IP connection settings
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4  STARTING THE PROGRAM

- After all settings of TCP/IP interface you can start using it with MAGX2 software.

- An example of setting the TCP/IP communication, see following picture.
prontorsen T |
‘- i :
O rko n <uzer defined:

B flow systemns

T e WM R R

Mone, 1 stopbit |

192 168, 2 .14

Service Statizhic

Fig. 13: Setup correct IP address and Port
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